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The eco R410a heat pump

systems are attractive split systems

with stylish and compact indoor

units and matching outdoor heat

pump units.

Its elegantly styled Hi-wall indoor

units offer comfort and climate

control for all seasons, combining

high performance and economy.

The eco systems are easy to

operate using the supplied infrared

remote controller. In operation the

units are quiet and efficient, making

them ideal for office, domestic and

retail applications.

The low noise eco system

outdoor heat pump units

incorporate rotary compressors for

ultra quiet operation. 

The eco system outdoor units

have a compact footprint and are

factory charged with R410a

refrigerant.

These efficient systems are offered

with cooling duties from 2.6 to

7.0kw and heating duties from 2.8

to 7.6kW. 

With plug and play simplicity the

Eco system is quick to install, easy

to operate and maintain.

ECO I NDOOR UN IT ECO OUTDOOR UN IT

eco



FOUR SYSTEMS COVER ING DUTIES
FROM 2.6 TO 7.0 kW

26

35

50

70

q Easy to install

q High wall mounting

q Complete with infra-red controller

q Three fan speeds 

with ‘feel’ (auto setting)

q Low sound levels

q Low voltage startup

q Sleep function

q 24 hour timer

q Swing control to adjust airflow

direction

q Outdoor units with rotary

compressors

q In the event of a power failure, 

automatic restart in previous mode

q Outdoor units factory charged

with R410a refrigerant

STANDARD FEATURES

Infrared remote control handset



Marstair Ltd
Armytage Road, Brighouse, West Yorkshire HD6 1QF, England
Tel: +44 (0)1484 405600 · Fax: +44 (0)1484 405620

For full design information,

reference should be made to

the relevant technical manual.

We reserve the right to alter

designs and specifications at

any time without notification.

06617611-04

MARSTAIR : : WALL MOUNTED UN ITS ·  CE I L I NG CASSETTES ·  CONCEALED DUCTED UN ITS ·  CONDENS ING UN ITS ·  H EAT PUMPS

Approved to
BS EN ISO 9001:2000

Certificate No. FM 671

REVERSE CYCLE HEAT PUMP

ECO System

26
35
50
70

2.8
3.7
5.6
7.6

0.83
1.21
1.70
2.60

3.4
3.1
3.3
2.9

870
1320
1820
2600

830
1210
1700
2600

4.2
6.1
8.4

11.8

4.0
5.7
7.8

11.8

Heating 7°C Outdoor

Output kW Input kW COP
Cooling

Power Input

Watts
Heating
Watts

Cooling
Amps

Full Load Amps
Heating
Amps

2.6
3.5
5.3
7.0

0.87
1.32
1.82
2.60

3.0
2.7
2.9
2.7

Cooling

Output kW Input kW EER

Cooling duties rated at 27°C db/19°C wb indoor, 35°C db/24°C wb outdoor at maximum indoor unit fan speed.
Heat pump heating duties rated at 20°C db/12°C wb indoor, at maximum indoor unit fan speed.
Electrical characteristics: indoor units and outdoor units: 230 volts 50Hz..

Sound pressure levels measured at 1m distance in anechoic conditions.
Tested in cooling mode.

SOUND PRESSURE LEVELS AND AIRFLOWS

ECO System
dBA m3/h m3/s dBA m3/h m3/s

Medium Fan SpeedLow Fan Speed
Indoor unit

26
35
50
70

32
34
38
45

330
410
620
850

0.09
0.11
0.17
0.24

34
36
40
47

380
470
710
990

0.11
0.13
0.20
0.28

dBA m3/h m3/s
High Fan Speed

36
38
42
49

430
530
800

1100

0.12
0.15
0.22
0.31

dBA
High Fan Speed

Outdoor unit

54
55
58
58

UNPACKED DIMENSIONS AND WEIGHTS
Indoor unit Outdoor unit

ECO System Height 
mm

Width
mm

Depth
mm

Weight
kg

26
35
50
70

240
240
313
313

718
770

1033
1033

180
180
202
202

7
8

14
14

Height 
mm

Width
mm

Depth
mm

Weight
kg

552
552
552
660

700
760
760
860

256
256
256
307

32
34
42
56

PACKED DIMENSIONS AND WEIGHTS
Indoor unit Outdoor unit

ECO System Height 
mm

Width
mm

Depth
mm

Weight
kg

26
35
50
70

325
325
395
395

805
863

1103
1103

270
270
292
292

10
11
17
17

Height 
mm

Width
mm

Depth
mm

Weight
kg

598
620
620
730

803
863
863
990

380
376
376
415

35
38
46
63

ECO system outdoor unit.

ECO system indoor unit.

Available from

www.youraircon.co.uk
tel 01926 485154
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